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	TASMANIA FIRE SERVICE – FORM 6.9
Application – Upgrade ASE 2118/3118 to ASE 3119



Note: This form must be emailed individually per premise, accompanied with a purchase order and will be processed in batches.

A standard replacement includes
	1x Romteck ASE 4G (dual sim)	2x Antenna Standard 4G	2x Bracket – Antenna & 1x Touch Key. 
Site specific options are available on request to address site coverage or signal strength issues.  The purchase order must list the parts and quantities requested.  

Fire Alarm ID						Date:	Click or tap to enter a date.	
Name of premises: 		
Address of premises: 		
Installing Company:		Phone # 	
Address of Installer: 		
Delivery address: 		
Confirm current installed Status Symbols 

[bookmark: _Hlk124773315]F1			A1		
F2			A2	System Fault 
F3			A3		
F4			A4	Zone Isolated 
F5			A5		
F6			A6		
New inputs 1 to 4 will be programmed as follows (Description – Type) and cannot be changed: 
1 = Fire Detection – Alarm (F1)	2 = Panel Fault – Fault (A2)
3 = Zone Isolated (Disabled) - Status (A4)	4 = Power Fault – FDCIE Power (A6)

From the Description and Type drop down boxes below, please identify the type of system relevant to each Input number.
	Input
	Description
	Type
	TFS Use Only

	5
	Choose an item.	Choose an item.	

	6
	Choose an item.	Choose an item.	

	7
	Choose an item.	Choose an item.	

	8
	Choose an item.	Choose an item.	


(Additional inputs or naming conventions are available and must be discussed with Technology & Innovation via ASE.support@dpfem.tas.gov.au)
Installer Name:	                                                                                    Date: Click or tap to enter a date.
Once completed, email to tfs@fire.tas.gov.au
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